
  

EXAMPLE:

SMOKE DETECTOR ZONE CIRCUIT DESIGNATION



NEW SMOKE DETECTOR (PE-11/DB-11)



TYPICAL MOUNTING DETAIL OF

SYSTEM-3 ENCLOSURE

NEW BELL/STROBE (ST-MC-RETRO-R STROBE PLATE
WITH MB-G6-24-R MOTOR BELL)

STROBE CANDELA RATING

BELL/STROBE CIRCUIT DESIGNATION

NEW 3/4 INCH CONDUIT

EXISTING FIRE ALARM CONTROL UNIT(S),
SIEMENS SYSTEM 3







ST-MC-RETRO-R w/ MBDC-6 MOTOR BELL
(Multi-Candela Appliance 15 / 30 / 75 / 110cd)

PE-11 CONVENTIONAL PHOTOELECTRIC SMOKE DETECTOR
with DB-11 DETECTOR BASE



LOOP WIRES
SEE COMPATIBLE

CONTROL
EQUIPMENT TABLE

TO NEXT DETECTOR
OR BACK TO FACP

+

-

+

-

MODELAD2-P

TB1

PE-11

AD2-P Using PE-11 Detectors
TUBE SUPPORT ONLY FOR DUCTS GREATER THAN 3 FEET

SAMPLING TUBE ORIENTATION


